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SPECIFICATIONS
WLFD - Linear Diffuser

025 - 1/4 Margin
050 - 1/2 Margin
075 - 3/4 Margin
100 - 1 Margin
125 - 1 1/4 Margin
000 - Core Only

00 - No Miter 

WLFD

WH - White
ML - Mill
AP - Aluminum Paint
OW - Off White
FB - Flat Black
MP - Match Paint
CA - Clear Anozied

* Available on Margin Styles 025, 050, 075, 100 and 125
Example: WLFD - AO - 0 - 48 - 6 - 050 - 000 -  000 - 00 - ECP - OBDS - CMB - RI - WH 

A0
A1
B0
B1
C0
C1
D0
D3

0 - Standard Unit
R - Core Reinforce 

Specify in
Inches.  
Min. 6”
Max single 
length
section: 
72"

2” to 24”
Width cannot
exceed 
Length

000 - No Frame
0SP - No Frame Spring
          Clip Only
OSH - No Frame Screw 
           Holes in Margin
1SL - 025 Frame w. Spring Latch 
2SL - 050 Frame w/ Spring Latch 
300 - Tape & Spackle
500 - 100 Frame

000 - None
MCR - Miter Cut - 
           RH
MCL - Miter Cut - 
           LH

INT - No Endcaps
ECP - Pair of Endcaps
ECR - Endcap - Right End
ECL - Endcap - Left End

0000 - None
OBNA - Aluminum Opposed
             Blade Damper- Neck
             Mounted
OBDA - Aluminum Opposed
             Blade Damper- Duct
             Mounted

00 - None
CMB - Concealed 
           Mounting
           Brackets*

RI - Right Side Hinge Inside
RO - Right Side Hinge Outside
LI - Left Side Hinge Inside
LO - Left Side Hinge Outside

Model Length Height
Core
Style

Margin
Style

Mounting
Style

Miter
Cut

Miter Cut
Angle

Core
Reinforce

Access
DoorEnd caps Damper FinishAccessories

Core Style
Code Bar Th Spacing Deflection

A0 1/8" 1/4" 0°
A1 1/8" 1/4" 15°
B0 1/8" 1/2" 0°
B1 1/8" 1/2" 15°
C0 7/32" 1/2" 0°
C1 7/32" 1/2" 15°
D0 7/32" 7/16" 0°
D3 7/32" 7/16" 30°

FC1 - 5/8" 300 Style

FC2 - 1/2" 300 Style 

           Mounting
           Brackets

           Mounting
           Brackets

P R O D U C T S

800 - 3/16 HD Frame
900 - 1” HD Frame No Screw Holes 
9SH - 1” HD Frame w/ Screw Holes




